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PAVEMENT
ROADWAY EMBANKMENT

Brown to Tan-Brown, Soft to Medium Stiff,
Fine Sandy Clayey SILT, Trace Debris

(Glass) and Gravel

Brown to Tan-Brown to Gray, Soft to Very
Soft, Clayey Fine Sandy SILT

RESIDUAL
Black to Greenish-Gray, Very Dense, Silty

Fine SAND, Little Rock Fragments
WEATHERED ROCK

Black to Greenish-Brown  METADIORITE
RESIDUAL

Black to Greenish-Brown, Dense to Medium
Dense, Silty Fine SAND, Little Rock

Fragments

Black to Greenish-Brown, Very Stiff, Fine
Sandy SILT

WEATHERED ROCK
Black to Greenish-Brown METADIORITE

Boring Terminated at Elevation 650.5 ft In
Weathered Rock:  METADIORITE

Note: Begin Mud Rotary at 19.4'
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SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI

BLOW COUNT

0.5ft 0.5ft0.5ft

BLOWS PER FOOT

25 50 750 100

OFFSET 7 ft RT ALIGNMENT -EL-

EASTING 1,580,167

N/A

FIAD

SITE DESCRIPTION Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek: Structure Abutments Investigation

BORING NO. B-1

GROUND WTR (ft)

TOTAL DEPTH 44.1 ft

SURFACE WATER DEPTH N/ACOMP. DATE 04/03/18START DATE 04/02/18

GEOLOGIST Pastrana, C. R.

STATION 24+52

COLLAR ELEV. 694.6 ft

0 HR.

24 HR.NORTHING 831,216

DRILLER Estep, J. E.

DRILL RIG/HAMMER EFF./DATE TRI8016  MOBILE B-57  95%  03/19/2018 DRILL METHOD H.S. Augers / Mud Rotary HAMMER TYPE Automatic

TIP SF-330095WBS 17BP.9.R.99 COUNTY FORSYTH

ELEV
(ft)
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DEPTH (ft)ELEV. (ft)

BORE LOG
GEOTECHNICAL BORING REPORT
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SHEET  4
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686.2

681.2
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671.2

666.2

661.2

656.2

653.4
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41.3
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694.3

683.2

677.7

660.7

657.7

653.4

694.7

PAVEMENT
ROADWAY EMBANKMENT

Reddish-Brown to Brown, Very Soft to Soft,
Fine Sandy SILT, Trace Clay

RESIDUAL
Black to Greenish-Gray, Stiff, Fine Sandy

SILT

Black to Greenish-Gray to White, Medium
Dense to Very Dense, Clayey Silty Coarse to

Fine SAND, Little Rock Fragments

WEATHERED ROCK
Black to Greenish-Gray METADIORITE

Orange to Pink to White GRANITIC ROCK

Boring Terminated with Standard
Penetration Test Refusal at Elevation 653.4
ft On Crystalline Rock:  GRANITIC ROCK
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DRIVE
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(ft)

DEPTH
(ft)

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI

BLOW COUNT

0.5ft 0.5ft0.5ft

BLOWS PER FOOT

25 50 750 100

OFFSET 7 ft LT ALIGNMENT -EL-

EASTING 1,580,175

15.6

FIAD

SITE DESCRIPTION Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek: Structure Abutments Investigation

BORING NO. B-4

GROUND WTR (ft)

TOTAL DEPTH 41.3 ft

SURFACE WATER DEPTH N/ACOMP. DATE 04/03/18START DATE 04/03/18

GEOLOGIST Pastrana, C. R.

STATION 24+53

COLLAR ELEV. 694.7 ft

0 HR.

24 HR.NORTHING 831,227

DRILLER Estep, J. E.

DRILL RIG/HAMMER EFF./DATE TRI8016  MOBILE B-57  95%  03/19/2018 DRILL METHOD H.S. Augers HAMMER TYPE Automatic

TIP SF-330095WBS 17BP.9.R.99 COUNTY FORSYTH

ELEV
(ft)

695
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675

670
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660

655
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0.0
0.6

3.5

12.6

19.4

694.3

691.4

682.3

675.5

694.9

PAVEMENT
ROADWAY EMBANKMENT

Moist, Reddish Brown, Loose, Clayey Silty
Fine SAND

Moist to Wet, Reddish Brown, Very Soft to
Soft, Clayey SILT

ALLUVIAL
Saturated, Gray, Very Loose, Fine to Coarse

SAND

Boring Terminated at Elevation 675.5 ft In
Alluvial:  SAND

695

DRIVE
ELEV

(ft)

DEPTH
(ft)

SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI

BLOW COUNT

0.5ft 0.5ft0.5ft

BLOWS PER FOOT

25 50 750 100

OFFSET 7 ft RT ALIGNMENT -EL-

EASTING 1,580,223

13.9

FIAD

SITE DESCRIPTION Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek: Structure Abutments Investigation

BORING NO. B-2

GROUND WTR (ft)

TOTAL DEPTH 19.4 ft

SURFACE WATER DEPTH N/ACOMP. DATE 04/03/18START DATE 04/03/18

GEOLOGIST Pastrana, C. R.

STATION 25+19

COLLAR ELEV. 694.9 ft

0 HR.

24 HR.NORTHING 831,179

DRILLER Estep, J. E.

DRILL RIG/HAMMER EFF./DATE TRI8016  MOBILE B-57  95%  03/19/2018 DRILL METHOD H.S. Augers HAMMER TYPE Automatic

TIP SF-330095WBS 17BP.9.R.99 COUNTY FORSYTH

ELEV
(ft)

695
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DEPTH (ft)ELEV. (ft)

BORE LOG
GEOTECHNICAL BORING REPORT
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SHEET  5
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691.3

688.8
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676.3
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676.8
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674.9

694.8

PAVEMENT
ROADWAY EMBANKMENT

Reddish-Brown to Brown, Loose, Clayey Silty
Fine SAND

Reddish-Brown, Soft to Medium Stiff, Fine
Sandy Clayey SILT

Reddish-Brown to Brown, Very Loose, Silty
Fine SAND, Trace Gravel

Reddish-Brown to Brown, Very Soft, Fine
Sandy Clayey SILT, Trace Organics (Roots)

ALLUVIAL
Gray, Very Loose, Clayey Coarse to Fine

SAND
Gray, Very Loose, Coarse SAND, Trace

Organics (Wood Fragments)
RESIDUAL

Orange to White, Silty Fine to Coarse SAND,
Some Rock Fragments
WEATHERED ROCK

Orange to White GRANITIC ROCK
Boring Terminated at Elevation 674.9 ft In

Weathered Rock: GRANITIC ROCK
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SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI

BLOW COUNT

0.5ft 0.5ft0.5ft

BLOWS PER FOOT

25 50 750 100

OFFSET 7 ft LT ALIGNMENT -EL-

EASTING 1,580,232

12.4

FIAD

SITE DESCRIPTION Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek: Structure Abutments Investigation

BORING NO. B-3

GROUND WTR (ft)

TOTAL DEPTH 19.9 ft

SURFACE WATER DEPTH N/ACOMP. DATE 04/03/18START DATE 04/03/18

GEOLOGIST Pastrana, C. R.

STATION 25+19

COLLAR ELEV. 694.8 ft

0 HR.

24 HR.NORTHING 831,190

DRILLER Estep, J. E.

DRILL RIG/HAMMER EFF./DATE TRI8016  MOBILE B-57  95%  03/19/2018 DRILL METHOD H.S. Augers HAMMER TYPE Automatic

TIP SF-330095WBS 17BP.9.R.99 COUNTY FORSYTH

ELEV
(ft)
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27.0

680.4

674.4

671.5

668.4

695.4

ROADWAY EMBANKMENT
Red-Brown, Soft to Medium Stiff, Silty CLAY

ALLUVIAL
Gray, Medium Dense, Silty SAND with

Gravel

WEATHERED ROCK
GRANITIC ROCK

CRYSTALLINE ROCK
GRANITIC ROCK

Boring Terminated by  Auger Refusal at
Elevation 668.4 ft In Crystalline Rock:

GRANITIC ROCK

Note: Boring done by NCDOT
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SOIL AND ROCK DESCRIPTION
L
O
G

SAMP.

NO. MOI

BLOW COUNT

0.5ft 0.5ft0.5ft

BLOWS PER FOOT

25 50 750 100

OFFSET 17 ft LT ALIGNMENT -EL-

EASTING 1,580,249

20.0

9.5

SITE DESCRIPTION Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek: Structure Abutments Investigation

BORING NO. EB2-A

GROUND WTR (ft)

TOTAL DEPTH 27.0 ft

SURFACE WATER DEPTH N/ACOMP. DATE 04/21/10START DATE 04/21/10

GEOLOGIST Murray, C. C.

STATION 25+35

COLLAR ELEV. 695.4 ft

0 HR.

24 HR.NORTHING 831,193

DRILLER Estep, J. E.

DRILL RIG/HAMMER EFF./DATE HFO0066 CME-550X DRILL METHOD H.S. Augers HAMMER TYPE Automatic

TIP SF-330095WBS 17BP.9.R.99 COUNTY FORSYTH
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GEOTECHNICAL BORING REPORT
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SITE PHOTOGRAPHS 

State Project No. 17BP.9.R.99 – TIP No. SF-330095 – Structure Abutments Investigation: Bridge No. 95 on SR 1100 (Lasater Rd) over Blanket Creek – Forsyth County, NC 

 

   

 

View of Existing Bridge No. 95 Looking Upstation 

 

  

View of Existing Bridge No. 95 Looking Downstation  

 

 

View Looking Upstream from Bridge No. 95 

 

  

View Looking Downstream from Bridge No. 95 
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